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Die Rechte des Käufers in Bezug auf die Qualität unserer Materialien richten sich nach unseren Verkaufs- und Lieferbedingungen. Für Anforderungen die über den Rahmen der hier
beschriebenen  Anwendung  hinausgehen,  steht  Ihnen  unser  technischer Beratungsdienst  zur  Verfügung.  Diese  bedürfen  dann  zur  Verbindlichkeit  der  rechtsverbindlichen  schriftlichen
Bestätigung. Die Produktbeschreibung befreit den Anwender nicht von seiner Sorgfaltspflicht. Im Zweifelsfall sind Musterflächen anzulegen. Mit Herausgabe einer neuen Fassung der
Druckschrift verliert diese ihre Gültigkeit.
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Technische Darstellung 1.5.2.1.12

>15cm > 15cm

1K-Hybrid Universal-Kleb- und DichtstoffFrischbetonverbund Abdichtungsbahn

Kristalines Fugenglech

AQUAFIN-CA / Thermische Fügung
Green concrete bonded
waterproofing sheet

One component hybrid universal
adhesive and sealant

Crystalline waterstop sheet
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The rights of the buyer with regard to the quality of our materials are based on our terms and conditions of sale and delivery. This description is a non-binding sample description.
It  does not claim to be complete. This  description does not  release the user  from their duty of care.  This version becomes invalid  in  the event of  a  new  version  being  issued.

Technical Drawing

AQUAFIN -WM12 Frischbetonverbund Abdichtungsbahn
Arbeitsfuge horizontal
AQUAFIN -WM12 Green concrete bonded waterproofing sheet
Horizontal construction joint

Thermal merging / bonding in the overlapping area >4cm

AQUAFIN-CA / Thermal merging

AQUAFIN-CJ5

AQUAFIN-WM12

Thermische Fügung / Verklebung im Überlappungsbereich >4cm
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