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The plasticizing effect of PURCRETE-BV10 allows better 
dispersion of the cement paste. This results in reduced 
internal friction within the fresh concrete matrix, easier to 
compact concrete and improved workability.

Areas of Application:
PURCRETE-BV10 is mainly for use in the concrete goods 
sector. Exceptional edges finishes are produced through 
the addition of PURCRETE-BV10. Sticking to the tamping 
head is considerably reduced.

Technical Data: 
Raw Material Base: surfactant
Colour: light blue
Form: liquid
Density: 1.0 g/cm3

Application 
temperature: from +5° C
Storage: protect from frost and dirt
Shelf-life:  24 months at + 20° C in original 

unopend containers. Use opened 
containers promptly.

Packaging:  1,000 kg IBC 
   210 kg drums 
     25 kg containers

Water hazard 
classification: 1 (self classification)

Dosage: 
(based on cement): 0.2–0.4 % on CEM

The final dosage quantity depends, among other factors, 
on the reactivity of the cement and the concrete recipe. 
This must be determined in suitable trials.

PURCRETE-BV10 Art.-No. 4 06143
Plasticizer for semi-dry concretes

Product application:
PURCRETE-BV10 is preferably added to the finished mix or 
with the gauging water (dependent on the mixing plant). 
Always make sure that there is an adequate mixing time.

Special advice:
 • Suitability tests according to valid regulations and 
standards must always be carried out. 

Please observe a current valid EU Safety Data Sheet.
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The rights of the buyer with regard to the quality of our materials are based on our terms and conditions of sale and delivery. Our technical advice team will be happy to advise you in the case 
of requirements that exceed the scope of the application described here. In order to be binding, a legally binding written confirmation is required. The product description does not release 
the user from a duty of care. Apply to a test area in the event of uncertainty. This version becomes invalid in the event of a new version being issued.


