
Tiling on timber beams in conjunction with LEWIS® 
dovetailed sheets

WKD/TET/TM    36/18

The rights of the buyer with regard to the quality of our materials are based on our terms and conditions of sale and delivery. This description is a non-binding sample 
description. It does not claim to be complete. This description does not release the user from their duty of care. This version becomes invalid in the event of a new 
version being issued.

Wall/floor transition with ASO-Joint-Tape-2000

elastic grouting with ESCOSIL-2000

2 3 4

Timber beams

1 (a, b or c)

LEWIS® dovetailed sheets

LEWIS® SYLOMER strips, 12 mm
(Footfall sound insulation)

*)  Example of wear class A in accordance with the testing criteria of the building authorities. 
Additional application examples upon request.

  1) from profile top edge

Traffic load 
up to 3.5kN/m2

Traffic load up to 
5kN/m2

1a ASODUR-LE 1) >22 mm layer thickness >25 mm layer thickness

1b
ASO-EZ2-PLUS 1)

ASO-EZ6-PLUS
>34 mm layer thickness >39 mm layer thickness

1c ASO-EZ-light-PLUS 1) >34mm layer thickness >44mm layer thickness

2 Waterproofing AQUAFIN-2K/M-PLUS *)

3 Adhesion LIGHTFLEX *)

4 Grouting ASO flexible grout *)
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