
44/19   HE/MSt/SF/KK

1  Horizontal barrier under walls – present 
– Protection from capillary rising water

2  Building skirt render – ASOCRET-M30 
– Protection of the waterproofing 
from damage and visual design of the 
building skirt area 

3  Waterproofing from spray water at 
the wall skirting – AQUAFIN-RB400 – 
Protection of the building envelope from 
damp and foreign matter

4  Protection of the waterproofing – 
Insulation, protection and drainage 
boards – Protects the waterproofing from 
damage

5  Moisture protection – AQUAFIN-RB400 
– Protection of the building skirt render 
from water penetration from behind 

6  Building waterproofing in contact with the 
ground – AQUAFIN-RB400 – Two-layer 
waterproofing to protect the building 
envelope from moisture and water

Restoration skirting waterproofing, concrete 
basement and plinth with building skirt render
Single-shell masonry, plastered

Technical Drawing 2.1.6
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The purchaser’s rights in regards to products quality are based on our sales and delivery terms. This technical drawing is strictly an example illustration and is not 
claimed to be exhautive. It is the user’s responsibility to consult local building codes and regulations before carrying out any product applications. This version is no 
longer valid with the publication of a new version. Always check our website for the most current valid version under www.schomburg.com.
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